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Use extreme care when you take your clarinetapart and reassemble it
itis aiprecision instrument. The joints will fittogetiier easiy ifyou arip
{hem firmly, witholit squeezing the key rods, and gently but firmly push
them together with a slighttwisting motion, To avoid jammirigthe bridae
Key. hotd the upper joint in your left hand and press the ring keys down
as you assemble the body.

clarinets and
oboes are not
affected by
maistdre; the
chief cause
of cracking in
grenadilla wood. instru-
ments; so it is not neces-
sary 1o ail the bores of
these instruments. Tojpre-
vent damage 1o the pads,
however use a Selmer Drl-
Bore swab to remove any.
moisture from the clarinet
after playing. Use special
oboe swabs to remove
moisture from oboe;

2, Use SeimerCork Grease
onall cork joints to preserve
resllisncy of the cork, and
make it easier to take the
instrument apart and) re-
assembleit

3. All points of friction n the
key mecharism/ (where the
nd of a key rod mests the
postholdingthe mechanism)
should be olled every monih
or o wilh Selmer Key Ol
Use sparingly, as 160 much
ol collects dust and dirt. After
olling; work. the ‘keys and
wipe off excess oil

4. CAUTION: Do not use chemical or soivent agents
(including alcoholyto clean Resonite clari-
nets and oboes. USE WATER ONLY.

5. Atter each playing, the
clarinet mouthpiece: should
be cleaned with a soft cloth.
Wash outregularly withiuke-
warm waler and casile soap:
Never use hot water on a
hard rubber mouthpiece.

6. Asmiallcamelshai brush
Should bs Used 10 remove
dust and lint hat gathers
aroundthe posts and springs
and under the key rods.





